
Standard  DIN EN 1171 (DIN 3352 T3)
Face to Face EN 558 Series 14 (DIN 3202 F4)
Flange Dimension DIN Flanges acc. to EN 1092-2/B (DIN 2501)
Flange Connection PN10/16
Special  Double threaded stem for faster open and closing

Ductile Iron gate valves with stainless steel seats, raised face flanges acc. to DIN, bolted 
bonnet and with grease nipple. 
Outside screwed stem and yoke, rising stem and non rising handwheel.
Low operation torque, due to bearing support.
Application: Cold and hot fresh water, lubricating oil, fuel oil, crude oil,etc

Gate valve rising double speed stem Ductile.GGG40/St.St.304

Material Specifications
Part No.  Component Material 
1   Body               EN-GJS400-18-LT EN-JS 1025 GGG40.3
2   Bonnet               EN-GJS400-18-LT EN-JS 1025 GGG40.3
3   Wedge               EN-GJS400-18-LT EN-JS 1025 GGG40.3+AISI304
4   Seats               X5CrNi18-10               1.4301               AISI304
5   Stem               X20Cr13               1.4021               AISI420
6   Bolts, Nuts Steel Steel               Steel
7   Bonnet Gasket Asbestos-free              Asbestos-free      Asbestos-free
8   Gland Packing PTFE PTFE              PTFE
9   Handwheel EN-GJL250 (GG25)              EN-JL 1

Pressure & Temperature Ranges
Working Pressure [bar] 

Bore Pressure Rating        120 ℃ 
DN   40 - DN 200 PN16 16
DN 250 - DN 300 PN10 10

DN            Flange        ØD         L            H            ØR        Weight
[mm] Connection  [mm]   [mm]      [mm]       [mm]        [kg]

40   PN16         150       140        410          180 17 
50   PN16         165       150        470          180 18 
65   PN16         185       170        560          225 26 
80   PN16         200       180        580          225 30 
100   PN16         220       190        690          280 38 
125   PN16         250       200        790          320 52 
150   PN16         285       210        895          320 65 
200   PN10         340       230        1030        360 108 
250   PN10         395       250        1220        400 155 
300   PN10         445       270        1405        500 210

Dimensions
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