MXT-1113170

GROUP

GATE VALVE BRONZE - NON RISING STEM - F4 TYPE WITH INDICATOR

Technical Features

Standard DIN EN 12288 - with indicator

Face to Face EN 558 Series 14 (DIN 3202 F4)

Flange Dimension DIN Flanges acc. to EN 1092-3/B (DIN 2501)
Flange Connection PN10/16

Options

Drain plug, double threaded stem, chainwheel, gearbox, electrical actuator, top flange for actuator assembly Special flange drilling
acc. to ANSI or JIS, flat faced flanges

« Bronze gate valves with bronze wedge and seat, flat faced flanges acc. to up to DIN, bolted bonnet and adjustable gland and short face to face. Inside
screwed stem, non-rising stem and handwheel.

« Application: Especially suitable for hot and cold water in shipbuilding.

Pressure & Temperature Ranges

Working Pressure [bar] Hydro Test Pressure [bar]
Bore Pressure Rating 120 Casing Closure
DN 25- DN 150 PN16 16 24 17,6
DN 175 - DN 200 PN10 10 15 11
DN 250 - DN 300 PN6 6 6,6
DN 350 - DN 500 PN4 4 4,4
DN 600 - DN 700 PN2.5 2,5 4 2,8

Information provided as an indication and subject to possible modification.
Colours and details can be different then shown in data sheets or pictures.
Merxtrade BV has no liabkility for any damages by use off any information,
displayed on these pages.

www.merxtrade.com
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GATE VALVE BRONZE - NON RISING STEM - F4 TYPE WITH INDICATOR

Material Specifications

Part No.
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Dimensions & Ordering Codes

DN
[mm]
25
32
40
50
65
80
100
125
150
175
200
250
300
350
400
450
500
600
700

Component
Body

Bonnet
Wedge

Stem

Bolts, Nuts
Bonnet Gasket
Gland Packing
Handwheel

Indicator

Flange
Connection

PN16
PN16
PN16
PN16
PN16
PN16
PN16
PN16
PN16
PN10
PN10
PN10
PN10
PN10
PN10
PN10
PN10
PN10
PN10

@D
[mm]
115
140
150
165
185
200
220
250
285
315
340
395
445
505
565
615
670
780
895

Material
CuSn5Zn5Pb5-C
CuSn5Zn5Pb5-C
CuSn5Zn5Pb5-C
CuZn35Ni3Mn2AIPb
X5CrNi18-10
Asbestos-free
Graphite
EN-GJL250
CuSn5Zn5Pb5-C

L H
[mm] [mm]
125 145
130 175
140 227
150 235
170 250
180 275
190 312
200 345
210 392
220 490
230 510
250 600
270 690
290 845
310 890
330 985
350 1120
390 1290
430 1500

OR
[mm]

90
120
140
140
160
160
200
200
200
200
250
315
315
400
400
400
500
500
630

Weight

[kal
45

10
12
14
18
23
33
45
65
72
110
155
272
352
420
600
735
930

CC491K
CC491K
CC491K
CW710R
1.4301
Asbestos-free
Graphite
EN-JL 1040
CC491K

IMPA
Code

755551
755552
755553
755554
755555
755556
755557
755559
755560
755561

Information provided as an indication and subject to possible modification.
Colours and details can be different then shown in data sheets or pictures.
Merxtrade BV has no liability for any damages by use off any information,
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RG5
RG5
RG5
Som59
A2

Asbestos-free

Graphite
GG25
RG5
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