
 EN 558 

Ductile cast iron gate valve soft sealed EPDM lined 

KIWA approved

Model according to EN 1074-1 and EN 1074-2    PN10/16

according to EN 1171 

Flange DIN EN 1092-2 

S 14 

face-to-face dim. 

Stem sealing exchangeable under pressure. 
Closing torque lower than the acceptable of standard. 

component material     standard 

body ductile iron 
(EN-GJS-500-7) 

DIN EN 1563 

bonnet ductile iron 
(EN-GJS-500-7) 

DIN EN 1563 

gland brass CuZn39Pb3/ 
ductile iron 
(EN-GJS-500-7) 

EN 12164 
DIN EN 1563 

gate ductile iron 
(EN-GJS-500-7) 

DIN EN 1563 

gate 
 covering 

completely covered 
inside and outside with 
elastomer EPDM with CE 
marking 

BS EN 681-1 

bonnet 
gasket 

elastomer EPDM 
 with CE marking 

BS EN 681-1 

orings elastomer EPDM 
with CE marking 

BS EN 681-1 

stem stainless steel AISI 420 
(X20 Cr13) 

EN 10088-1 

stem nut brass CuZn36Pb3 EN 12164 

bolts stainless steel A2, 
(X5 CrNi 18-10) 
sealed with hot melt 

EN 10088-1 

coating 
 inside 

 and  
outside 

epoxy paint potable 
RESICOAT 9000 R4 BLUE 
applied electrostatically 
 with thickness ≥ 250 µm 

DIN 30677 
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maximum working temperature

up to 70°C

PN sealing body

10 11 17 

16 18 25 

* The DN is a DN/ID

hydraulic pressure test (bar) 

  Class of  leakage  – degree  A according to standard EN12266-1:2003 

All the valves are individually tested at factory. 

  DN(*)

code 

  PN 10  PN 16

D 

  PN 10   PN 16    L H

Ø hole Ø / Ø and nº of holes

Ø PN 10  PN 16 
closure turns required weight (kg) 

  PN 10    PN 16

40 

50 

60 

65 

80 

100 

125 

150 

200 

250 

300 

350 

400 

450 

500

5416187040 
5416187050 
5416187060 
5416187065 
5416187080 
5416187100 
5416187125 
5416187150 
5416187200 
5416187250 
5416187300 
5416187350 
5416187400 
5416187450 
5416187500 

5416187040 
5416187050 
5416187060 
5416187065 
5416187080 
5416187100 
5416187125 
5416187150 
5416187201 
5416187251 
5416187301 
5416187351 
5416187401 
5416187451 
5416187501 

150 

165 

175 

185 

200 

220 

250 

285 

340 

400 

455 

505 

565 

615 

670 

150 

165 

175 

185 

200 

220 

250 

285 

340 

400 

455 

520 

580 

640 

715 

140 

150 

170 

170 

180 

190 

200 

210 

230 

250 

270 

290 

310 

330 

350 

203 

235 

250 

250 

290 

325 

362 

425 

505 

595 

670 

940 

940 

 1120 

 1120

110ø - 4 x 19ø 

125ø - 4 x 19ø 

135ø - 4 x 19ø 

145ø - 4 x 19ø 

160ø - 8 x 19ø 

180ø - 8 x 19ø 

210ø - 8 x 19ø 

240ø - 8 x 23ø 

295ø - 8 x 23ø 

350ø - 12 x 23ø 

400ø - 12 x 23ø 

460ø - 16 x 23ø 

515ø - 16 x 28ø 

565ø - 20 x 28ø 

620ø - 20 x 28ø 

110ø - 4 x 19ø 

125ø - 4 x 19ø 

135ø - 4 x 19ø 

145ø - 4 x 19ø 

160ø - 8 x 19ø 

180ø - 8 x 19ø 

210ø - 8 x 19ø 

240ø - 8 x 23ø 

295ø - 12 x 23ø 

355ø - 12 x 28ø 

410ø - 12 x 28ø 

470ø - 16 x 28ø 

525ø - 16 x 31ø 

 585ø - 20 x 31ø 

650ø - 20 x 34ø

14.1 

14.1 

17.1 

17.1 

17.1 

19.1 

19.1 

19.1 

24.1 

27.1 

27.1 

32.1 

32.1 

32.1 

32.1

 12.5 

 12.5 

 13.0 

 13.0 

 16.0 

 20.0 

 25.0 

 30.0 

 33.5 

 41.5 

 50.0 

 57.0 

 57.0 

 62.5 

 62.5 

 7.5 

 9.5 

11.3 

11.9 

16.2 

20.0 

24.8 

33.0 

50.0 

 72.0 

102.2 

217.0 

235.4 

385.0 

409.0 

 7.5 

 9.5 

 11.3 

 11.9 

 16.2 

 20.0 

 24.8 

 33.0 

 50.0 

 72.0 

 102.2 

 221.0 

 241.2 

 393.0 

 426.0 

 
 a

Homologation 

Gate valve

according to EN 1074 

Coating 

- INETI (Portugal)
- KIWA (Netherlands) 
- WRAS (United Kingdom)
- CARSO (France) 
- HYGIENE Institut Ruhrgebiets (Germany) 

EPDM Elastomers  

 With CE marking, according to standard BS EN 681-1. 

Soft sealing gate valve  
DN350 up to DN500 

Soft sealing gate valve  
DN40 up to DN200 

 Stem sealing detail 

Soft sealing gate valve  
DN250 up to DN300 

Clearing joint 

Gland bush 

Gland 

Orings 

Axial contact ball 

bearing 

 Joint 

Clearing joint 

 Gland 

Orings 

 Joint 

Axial contact ball 
bearing 

Joint 

  Clearing joint 

Orings 

Gland 

 Stem washer 
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